Product data sheet QOU3105283
Characteristics Mini circuit breaker, QOU, 10A, 3 pole, 240 VAC,
10KA, ring terminal

Product availability : Non-Stock - Not normally stocked in distribution facility

SQUARE [z] ¢ Green

@ Premium”

Price* : 354.00 USD

Main

Product or component type Miniature circuit-breaker
Range of product QOouU

Circuit breaker type Standard
Complementary

Line Rated Current 10 A

Electrical connection

ring tongue, line side
ring tongue, load side

[Ue] rated operational voltage 120/240 V AC
240V AC
120V AC
48V DC

Mounting mode Unit mount

AWG gauge AWG 14...AWG 2 aluminium/copper
Height 4.05in (102.87 mm)

Width 2.25in (57.15 mm)

Depth 2.95in (74.93 mm)

Tightening torque

Environment

45 Ibf.in (5.08 N.m) (AWG 14..AWG 2)

Product certifications

CSA
UL Listed
IEC

Ordering and shipping details

Category

00900 - QOU BREAKERS & SWITCH

* Price is “List Price” and may be subject to a trade discount — check with your local distributor or retailer for actual price.
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Disclaimer: This documentation is not intended as a substitute for and is not to be used for determining suitability or reliability of these products for specific user applications



Discount Schedule DE2

GTIN 00785901630852
Nbr. of units in pkg. 1

Package weight(Lbs) 1.14 Ib(US) (0.517 kg)
Returnability Yes

Country of origin MX

Packing Units

Unit Type of Package 1 PCE

Package 1 Height 3.50in (8.89 cm)
Package 1 width 2.60in (6.604 cm)
Package 1 Length 4.90in (12.446 cm)

Offer Sustainability

Sustainable offer status Green Premium product
REACh Regulation

REACHh free of SVHC Yes

EU RoHS Directive Compliant

Mercury free Yes

RoHS exemption information

China RoHS Regulation
Product out of China RoHS scope. Substance declaration for your information.

Environmental Disclosure

Halogen content performance Halogen free product

Contractual warranty
Warranty 18 months



https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=402681&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=402681&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=402681&lang=en-us
https://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=402681&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP1304033
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Technical lllustration
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Dimensions are approximate. Refer to technical documentation for additional detail.
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